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Numero P1.3.2.2

0/1 Track, 1.5 m
0/1 Trolley
(0/1) Additional weights, pair
0/1 Slotted mass hanger 10 g
0/4 Slotted weight 10 g
0/1 Fishing line
0/1 Combination light barrier
0/1 Combination spoked wheel
0/1 Holding magnet for track
0/1 Sensor-CASSY 2
0/1 CASSY Lab 2
0/1 Timer S
0/1 Multi-core cable, 6-pole, 1.5 m
0/1 Connecting lead 19 A, 100 cm, red
0/1 Connecting lead 19 A, 100 cm, blue

Powered by TCPDF (www.tcpdf.org)

                               1 / 1

Diagramma spazio-tempo del moto rettilineo uniformemente accelerato 
(Leggi di Newton)– Misura con routa a raggi e CASSY

Descrizione
L'esperimento  P1.3.2.2 esamina  gli  eventi  di  movimento  che  possono  essere  trasmessi  alla  ruota  a  raggi  combinata  tramite 
un  filo  sottile  sul  carrello  di  Fletcher. La  ruota  a  raggi  combinata  funge  da  puleggia  di  deflessione  a  scorrimento  fluido. I
segnali  della  barriera  fotoelettrica  combinata  vengono  registrati  dal  sistema  di  misura  assistito  da  computer  CASSY  e  convertiti
in  un  diagramma  percorso-tempo. Poiché  questo  diagramma  viene  generato  in  tempo  reale  durante  l'esperimento, la
relazione  tra  il  movimento  e  il  diagramma  è  estremamente  chiara.
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