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0/2 Wave machine, basic module 1
0/1 Drive module for wave machine
0/1 Damping module for wave machine
0/2 Brake unit for wave machine
0/1 Low-voltage power supply 3/6/9/12 V
0/1 DC power supply unit 1...32 V/0...20 A
0/1 Hand-held stop-watch, 60s/0.2s
0/1 Tape measure 2 m / 1 mm
0/2 Connecting lead 19 A, 50 cm, black
0/1 Connecting lead 19 A, 100 cm, red
0/1 Connecting lead 19 A, 100 cm, blue
0/2 Connecting lead 19 A, 100 cm, black
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Lunghezza d’onda, frequenza e velocità di fase nella propagazione delle onde
Numero P1.6.2.1

Descrizione
Lo scopo dell'esperimento P1.6.2.1 è confermare esplicitamente la relazione

tra  la  lunghezza  d'onda  λ, la  frequenza  f  e  la  velocità  di  fase  v. Un  cronometro  viene  utilizzato  per  misurare  il  tempo  t
necessario  affinché  una  qualsiasi  fase  d'onda  percorra  una  determinata  distanza  s  per  diverse  lunghezze  d'onda; questi
valori vengono poi utilizzati per calcolare la velocità di fase.

La lunghezza d'onda viene quindi "congelata" utilizzando il freno integrato, per consentire la misurazione della 
lunghezza d'onda λ. La frequenza viene determinata dal periodo di oscillazione misurato con il cronometro.

Dispositivi
Q.tà richiesta                 Dispositivo
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