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Parallel plate capacitor0/1
Bodies for electric charge, set0/1
Mobile-CASSY 2 WiFi1/1
Force sensor S, ±1N0/1
High-voltage power supply, 10 kV0/1
Friction rods, PVC and acrylic0/1
Leather cloth0/1
Small clip plug0/1
Stand base, V-shaped, small0/1
Stand rod, 47 cm, 12 mm diam.0/1
Leybold multiclamp0/1
Safety connecting lead, 25 cm, yellow/green0/1
Safety connecting lead, 100 cm,0/1
yellow/green
Safety experiment cable, 100 cm, red0/1
Safety experiment cable, 100 cm, blue0/1
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Misurazione della forza di una carica elettrica in un campo elettrico omogeneo 
Numero P3.1.4.4

Descrizione
Nell'esperimento P3.1.4.4, un disco elettrostatico viene caricato da un'asta di plastica strofinata. Il disco elettrostatico si 
trova all'interno del campo elettrico di un condensatore a piastre ed è allineato parallelamente alle piastre. Per verificare la 
relazione proporzionale tra la forza e l'intensità del campo, la forza F agente sul disco elettrostatico viene misurata a una 
distanza nota dalle piastre in funzione della tensione del condensatore U. Il campo elettrico E viene determinato utilizzando 
l'equazione

Dispositivi
Q.tà richiesta Dispositivo
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