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0/1 Demonstration bridge
0/1 Measuring resistor, 10 Ω
0/1 Measuring resistor, 100 Ω
0/1 Measuring resistor, 1 kΩ
0/1 Decade resistor, 0...1 kΩ
0/1 Decade resistor, 0...100 Ω
0/1 Decade resistor, 0...10 Ω
0/1 Decade resistor, 0...1 Ω
0/1 AC/DC power supply 0...12 V/3 A
0/1 Galvanometer PT 3204
0/2 Connecting lead, 32 A, 50 cm, blue
0/3 Connecting lead, 32 A, 50 cm, black
0/1 Connecting lead, 32 A, 100 cm, red
0/1 Connecting lead, 32 A, 100 cm, blue
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Determinazione delle resistenze mediante un ponte di Wheatstone​
Numero P3.2.3.4

             
                    

 

Descrizione
Nell'esperimento P3.2.3.4, una tensione  U viene applicata a un filo di misura lungo 1 m con sezione costante. Le estremità
del filo sono collegate a un resistore incognito Rx  e a un resistore variabile  R  disposto dietro di esso, il cui valore è noto con 
precisione. Un contatto strisciante divide il filo di misura in due sezioni di lunghezza  s1 and  s2. Il contatto strisciante è 
collegato al nodo tra Rx  e  R   tramite un amperometro che viene utilizzato come indicatore di zero. Una volta che la corrente 
è stata regolata a zero, la relazione

si  applica.  La  massima  precisione  si  ottiene  utilizzando  una  configurazione  sperimentale  simmetrica,  ovvero  quando  il contatto  
strisciante  sul  filo  di  misura  è  impostato  nella  posizione  centrale  in  modo  che  le  due  lunghezze  s1  e  s2  sono uguali

Dispositivi
Q.tà richiesta                   Dispositivo
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